
THERMO-HYGROMETER WITH DEW POINT AND WET BULB MT-913

PRODUCT DESCRIPTION

Battery: LR-3 x 3

°C °F BATTERY%
RH

MIN/MAX
MEMORY

LOW
BATTERY

BACK
LIGHT AUTO

OFF
DATA
HOLD

DEW
POINT

WET
BULB

A temperature and humidity meter with a Colour LCD 
display which simultaneously displays temperature and 
humidity. The sensors are located in a protective grille 
which gives a fast response time and makes the instrument 
ideally suited for taking measurements in an air stream.

• 0% to 100%RH x 0.1%
• -30° to 70°C x 0.1°
• Displays temperature in ºC & ºF
• Simultaneous display of humidity and temperature
• Data update, every 0.5 second
• 30mm Colour LCD display with function indicators
• Constant LCD Backlight
• Data hold
• Min/Max of measured values since power on
• Auto power off  after 15 minutes of no activity

 (Can be user disabled)
• Low battery indicator
• 2 year warranty
• Supplied with batteries

TECHNICAL SPECIFICATIONS
Temperature Humidity Dew Point

Range -30° to +70°C 0% to 100%RH 20°C to 70°C
Resolution 0.1°C 0.1% RH 0.1°C
Accuracy ±0.1°C (-20° to 70°C)

±1°C (others)
±3%RH (45% to 70%) 
±4% (others)

±1°C

Power 3 x 1.5V AAA alkaline battery (LR-3-3) 
Dimensions 168 x 56 x 31mm
Weight 75g



Pricing on any 
accessories shown 
can be found by 
keying the part 
number into the 
search box on 
our website.

The specifications listed in this 
brochure are subject to 
change by the manufacturer 
and therefore cannot be 
guaranteed to be correct. 
If there are aspects of the 
specification that must be 
guaranteed, please provide 
these to our sales team so that 
details can be confirmed.

Please contact us if this literature doesn't answer all your questions.

www.wolflabs.co.uk

Tel : 01759 301142

Fax : 01759 301143

sales@wolflabs.co.uk


