
LED

MODULAR Series - Illuminators

LED

Arm illuminator with magnetic fixing plate, USB powered.
Light sources: LED; With 2W high efficiency LED.  
Color temperature: pure white 6,300 K;  
Luminous flux: 200 lm;
Illuminance: 20,000 (on 5 cm diameter).

Pair of arm illuminators with magnetic fixing plates, metal base, USB.
Light sources: LED; With 2W high efficiency LEDs.  
Color temperature: pure white 6,300 K;  
Luminous flux: 200 lm (x2);
Illuminance: 20,000 (on 5 cm diameter) (x2).

CL-32

CL-32/CL-33 quick connection

CL-33
2W LED 4W LED

Double-arm X-LED3 illuminator, with brightness control.
Light sources: With 3,6 W high efficiency X-LED3. 
Color temperature: pure white 6,300 K;
Luminous flux: 400 lm each arm;
Illuminance: 170,000 lux (at 10 cm distance).
Multi-plug 100-240Vac/12Vdc external power supply.

CL-41

XX-LED33

7W LED

• Arms with magnetic coupling
• Two selectable light intensities
• Rechargeable batteries
• Focusable light spot

• place the adhesive disk in 
the preferred position on 
the instrument

• magnetically connect the arm 
and remove it for every need
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Pricing on any 
accessories shown 
can be found by 
keying the part 
number into the 
search box on 
our website.

The specifications listed in this 
brochure are subject to 
change by the manufacturer 
and therefore cannot be 
guaranteed to be correct. 
If there are aspects of the 
specification that must be 
guaranteed, please provide 
these to our sales team so that 
details can be confirmed.

Please contact us if this literature doesn't answer all your questions.

www.wolflabs.co.uk

Tel : 01759 301142

Fax : 01759 301143

sales@wolflabs.co.uk


